


R A V E™    S P E C I F I C A T I O N S

Unique blade design 
�`  Polished aluminum blade with Vortex Tips combine style  

with performance
�`  Ideal contour and twist for maximum air movement

Upward blade tilt 
�`  Increases airflow and reach 
�`  Extends reach of air movement up to 50' from the fan’s center  

in all directions 
�`   Directs air outward from fan’s center in a conical shape

Resilient blade/hub connection
�`   Vibration-absorbing material reduces stress to the hub by 50 to 75%
�` Rotationally balanced blade/hub 
�`  Used for over 40 years in the most demanding  

applications worldwide
�`  Designed for over 10 times the force and stress  

generated by the fan

Robust mounting system
�`  Extruded, precision-milled aluminum hub 
�`  Three-way motor-to-hub safety connection 

Easy-to-use controls
�` NEMA 12/13 control box is UL listed to U.S. and Canadian  
 Safety Standards
�` Touch pads for power, direction and speed settings 
�`  Solid State variable frequency drive
�`  Touch-Safe components
�` Remote mounted control options operate up to 18 fans
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    ft cfm     rpm  lb     in     in

Distance from top of 

8' 50,000 20-120 140 40.0 40.0
10' 75,000 17-100 145 39.25

  Diameter    Air�ow    Speed Weight    At rest   Full rpm 

* Optional extension kit available to increase dimension if necessary.

bracket to blade tip*

12' 100,000 13-80 150 38.5
40.0
40.0

    in     in

Distance from top of 

32.75 32.75
32.0

   At rest   Full rpm 
bracket to blade tip*

31.25
32.75
32.75

Ceiling truss kit mounting 

Beam mounting

Beam mounting
Ceiling truss
kit mounting

Distance to bottom
of blades = 46.8".
If the drop tube is
removed, this
dimension = 33.3".

18"
In some installations
this may be removed

or cut down.
Distance from top

of bracket to blade
tip (see chart)

Distance from 
bottom of truss

to blade tip
(see chart)

Distance to bottom
of blades = 39.5".
If the drop tube is 
removed, this 
dimension = 32.25".

18"
In some installations

this may be removed or
cut down.

120"

Mounting dimensions and guidelines

3/4 HP Fans*
Recommended Service AmpsMotor FLAVoltage 

120V, 1Ph
230V, 1Ph
230V, 3Ph
400V, 3Ph
480V, 3Ph
575V, 3Ph

30A
20A
15A
15A
15A
15A

2.9A
2.9A
2.9A
1.7A
1.7A
1.7A

*Refer to owner's manual for additional electrical information.


